
 Sl. No
DSR  2016 

CODE No:
Description Units Qty Rate Amount

EARTH WORKS

1 2.32

Clearing grass and removal of the rubbish upto a

distance of 50 m outside the periphery of the area

cleared.

Sqm 24000.00 3.65 87,600.00              

2 2.6

Earth work in excavation by mechanical means

(Hydraulic excavator )/ manual means over areas

(exceeding 30cm in depth. 1.5m in width as well as

10 sum on plan) including disposal of excavated

earth, lead upto 50m and lift upto 1.5m, disposed

earth to be levelled and neatly dressed.

a 2.6.1 All kinds of soil Cum 5370.00 125.95 676,351.50            

3 2.25

Filling available excavated earth (excluding rock)

in trenches, plinth, sides of foundations etc. in

layers not exceeding 20cm in depth, consolidating

each deposited layer by ramming and watering,

lead up to 50 m and lift upto 1.5 m.

Cum 5370.00 125.75 675,277.50            

CONCRETE WORKS

4 4.1

Providing and laying in position cement concrete

of specified grade excluding the cost of centring

and shuttering - All work upto plinth level :

a) 4.1.8
1:4:8 (1 Cement : 4 coarse sand : 8 graded stone  

aggregate 40 mm nominal size).
Cum 78.00 4478.15 349,295.70            

REINFORCED  CEMENT CONCRETE

5 5.1

Providing and laying in position specified grade of

reinforced cement concrete excluding the cost of

centring, shuttering, finishing and reinforcement -

All work upto plinth level :

a) 5.1.2
1:1.5:3 ( 1 cement : 1.5 coarse sand : 3 graded 

stone aggregate 20mm nominal size )
Cum 232.00 6215.35 1,441,961.20         

6 5.2

Reinforced cement concrete work in walls (any

thickness), including attached pilasters, buttresses,

plinth and string courses, fillets, columns, pillars,

piers, abutments, posts and struts etc. upto floor

five level excluding cost of centring, shuttering,

finishing and reinforcement :

a) 5.2.2
1:1.5:3 ( 1 cement : 1.5 coarse sand : 3 graded 

stone aggregate 20mm nominal size )
Cum 465.00 7145.80 3,322,797.00         
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FORM WORK

7 5.9
Centering and shuttering including strutting,

propping etc. and removal of form for :

a) 5.9.1
Foundations, footings, bases of columns including

Grade beams etc. for mass concrete
Sqm 275.00 193.95 53,336.25              

b) 5.9.6
Columns, Pillars, Piers, Abutments, Posts and

Struts.
Sqm 800.00 467.85 374,280.00            

8 5.22

Steel reinforcement for R.C.C. work including

straightening, cutting, bending, placing in position

and binding all complete.

a) 5.22.6 Thermo-Mechanically Treated bars Kg 62730.00 56.60 3,550,518.00         

FINISHING

9 13.16 6 mm cement plaster of mix :

a) 13.16.1 1:3 (1 cement : 3 fine sand) Sqm 940.00 143.80             135,172.00 

10 13.6 20 mm cement plaster of mix :

a) 13.6.2 1:6 (1 cement : 6 coarse sand) Sqm 20.00 232.85 4,657.00                

PAINTING

11 13.47

Finishing walls with Premium Acrylic Smooth

exterior paint with Silicone additives of required

shade

a) 13.47.1

New work (Two or more coats applied @ 1.43 ltr/

10 sum. over and including base coat of water

proofing cement paint applied @ 2.20 kg/ 10 sqm).
Sqm 1340.00 96.80 129,712.00            

12 16.68

Providing and laying 60mm thick factory made

cement concrete interlocking paver block of M -30

grade made by block making machine with strong

vibratory compaction and of approved size, design

and shape, laid in required colour and pattern over

and including 50mm thick compacted bed of

course sand, filling the joints with fine sand etc. all

complete as per the direction of Engineer-in-

charge.

Sqm 600.00 615.70 369,420.00            

13 16.69

Providing and laying at or near ground level

factory made kerb stone of M-25 grade cement

concrete in position to the required line, level and

curvature jointed with cement mortar 1:3 (1 cement

: 3 coarse sand ) including making joints with or

without grooves (thickness of joints except at sharp

curve shall not to more than 5mm) including

making drainage opening wherever required

complete etc. as per direction of Engineer-in-

charge ( length of finished kerb edging shall be

measured for payment). (Precast C.C. kerb stone

shall be approved by Engineer-in-charge).

Cum 27.00 5012.65 135,341.55            

Sub Total 11,305,719.70       

Add Cost Index 59.8% 6,760,820.38
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Total Schedule Items 18,066,540.08       
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