Hindustan Prefab Limited
Jangpura,New Delhi-110014

Name of Work : Construction of Sainik School, Chhingchhip,Mizoram
Sub Head : Providing and fixing barbed wire fencing
HPL/DGM(C)/TC/Sainik School/2017-18/115 Dated: 05.03.2018

Name of Contractor:

Bill Of Quantity (BOQ)

Item No. As
S. No. per MSOR Description Unit Quantity Rate
2013

Amount

Providing and laying in poition cement
concrete of specific grade excluding the
1 4.04 cost of centering and shuttering- All
work upto plinth level.

1:4:8 (1 Cement: 2 Coarse Sand : 8
(@) Graded aggregate 40 mm Nominal size)| Cum 9

Centering and shuttering including
2 5.11 strutting, propping etc. and removal of
form for.

Foundation, footing, bases of columns
etc. for mass concrete.

(@ Sgqm 600

1.8 m High GI Barbed wire Fencing
with 2.4 m angle angle iron post
50*50*6mm Size placed 2.0 m apart
embedded in cement concrete block
1:3:6( 1 cement: 2 Sand: 6 Aggregate)
of 25*25*60cm and using 12

3 23.01 horizontal lines and 2 diagonal barbed
wire fixed from post to post with wire
U- Nail a projecting the angle post 2cm
above the top most wire including earth
work complete.

RM 2000

4 21.62 Applying primer coat

With ready mixed red oxide zink
chromate primer of approved brand and
manufacture on steel work (Second
coat)

Sgm 480

Painting with synthetic enamel paint of
5 21.92 approved brand and manufacture to
give an even shade:

Two or more on new work Sgm 480

Total Amount (in Rs.)




