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S.No.

DESCRIPTION OF ITEM

QTY.

UNIT

RATE

AMOUNT (SOR)

AMOUNT
(N.S)

Excavation for all types and sizes of foundations,
trenches and drains or for any other purpose
including disposal of excavated stuff upto 1.5 m lift
and lead upto 50m (at least 5m away from the
excavated area), cluding dressing and leveling of
pits.

In hard rocks where blasting in prohibited.

9.79

CUM

798.00

7814.02

Providing and laying nominal mix plain cement
concrete with crushed stone aggregate using
concrete mixer in all works upto plinth level excluding
cost of form work.

1:4:8 (1 cement : 4 coarse sand : 8 graded stone
aggregate 40mm nominal size).

0.58

CuM

2659.00

1531.58

3 1.25

Diluting chemical emulsion (chlorpyrifos/ lindane) in
water as per manufacturers recommendation and
injecting for pre-constructional curative cum
preventive anti-termite treatment:(Five year service
guarantee bond to be signed by contractor)

4 1.25.1

Along external wall below concrete or masonry apron
along the plinth wall using diluted chemical emulsion
@ 0.65 litres per hole including drilling 12mmdia
holes 300mm apart and plugging the same with
cement mortar 1 :2 (1 cement : 2 Coarse sand) to
match the existing apron after injecting chemical
emulsion.

0.00

SQOM

27.50

0.00

5 1.22

Supplying chlorpyrifos/ Lindane emulsifiable
concentrate of 20% in sealed containers including
delivery as specified.

0.00

LITRE

208.00

0.00

For pagoda

Providing and laying design mix reinforced cement
concrete with crushed graded stone aggregate 20mm
nominal size using batching plant, transit mixer and
concrete pump, in all works upto plinth level
excluding cost of form work.

a 3.3.2

RCC M-25 Grade

1.80

CUM

4298.00

7736.40

For pagoda

7 3.12

Providing and placing in position reinforcement for
R.C.C. work including straightening, cutting, bending,
binding etc. complete as per drawings

including cost of binding wire in foundation and plinth
all complete:

(3.12.3)

Thermo-Mechanically treated bars FE 550D

97.65

KG

55.00

5370.75

For pagoda

Providing and fixing form work including centring,
shuttering, strutting, staging, propping bracing etc.
complete and including its removal at all levels, for:

Foundations, footings, bases of columns plinth beam,
curtain wall in any shape and size and all type of wall
below plinth level.

4.74

SQOM

139.00

658.86

9 1.17

Filling from available excavated stuff (Excluding rock)
in trenches, plinth, sides of foundation etc. in layers
not exceeding 20cm in depth consolidating each
deposited layer by ramming and watering with a lead
upto 50 M. and lift upto 1.5 M.

3.46

CUM

65.00

224.64
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Providing and fixing M.S. round holding down bolts
10 with nuts, washer and plate in cement concrete
complete.
9.7 P/F M.S PLATE 16.96 KG 71.50 1212.35
11 93 Electric resistance or induction butt welded tubes 1045.47 KG 93.50 97751.45
Grade-300
12 Wooden Pagoda
Providing, fixing, erecting, commissioning and
handing over of the Pine wood Pre-fabricated
pargoda of size 3.6 meter X 3.6 meter area with
height of structure (ridge level) 3.45 meter above
N/S 4 Nos. 690000.00 2760000.00

ground level and height of floor deck is 1.5 meter
above ground (as per the drawing attached), with
following specifications and as per the detailed
drawings:

a. Antitermite treatment: - Anti termite treatment by
treating the Pine wood structure floor truss shoud be
ACQ treted at the rate of 3 liters of emulsion
concentrate of one percent concentration of
CHLORPYRIFOS 20% F.C. ISI approved conforming
(1.S. 8944) (i.e. by diluting 5 liters. of chlorpyrifos 20%

b. Structure: - Structure of the pargola should be
structurally stable skeleton for walls , roofing etc.
made up of graded & treated Pine wood as per
detailed design, drawing & schedule including cutting,
binding, scaffolding & supporting as directed by
engineer in charge.

The members given above are indicative with respect
to the drawing and detail annexed. The vendor needs
to provide the minimum size of the members as per
the tender provision or higher whichever is required
as per the detailed design. Design of the structure,
detailed design drawings and shop drawings to be
provided by the vendor. All design, detailed design
drawings and shop drawings will be finally confirmed
after the detailed structural scrutiny. All members and
joinery should be designed complying to the Indian
design standards/ norms. Design of the structure,
detailed design drawings and shop drawing of the
structure including of the joinery should be submitted
by the Contractor for review, verification and approval
from the Engineer- In Charge prior to execution of
any work. For all connections stainless steel (grade
316) plates / fasteners / nuts and bolts (various sizes
and thicknesses) powder coated to be considered.
Any augmentation required in the sizes of members
or connection, noticed in the review due to lacuna in
the requirement as per standards shall be carried out
by the bidder without any additional cost. Design of
the structure, detailed design drawings and shop
drawing of the structure including of the joinery shall

c. Flooring: 95 mm X 28 mm Thermo thrated pine.

d. Finishes

i. Roofing Sheets: Providing & Installation of Saint
Gobain make Certain Teed Roofing shingle series
Firehalt Timber blend (or as directed by engineer in
charge) finish fixed on 12 millimetre marine ply. The
item includes providing & installation of ridges &
eaves, cutting, sizing, handling etc. required to install
shingles including approved hardware, adhesives,
sealeants etc. complete.
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Polishing:- (Inside / Outside) Weather Coat (or
equivalent make) of approved shade and color by
sand papering the surface, then applying a coat of oli
base wooden stainer, then applying two coat of wood
filler Putty, again sand papering the surface and
applying the two coat of polish.

Wooden Finishes: - Finishing of all wooden surfaces
in linseed oil coating in two coats, i.e. At the time of
handing over & after end of first monsoon.

Notes:

1. Due care has been taken to elaborate various
items of this tender by way of description and tender
drawings, however the additional information/
execution techniques will be provided in details at the
time of actual execution if required.

2. Pine wood should be with density not less than
310 kilograms per cubic meter klin dried, maximum
moisture content less than 14%. Care should be
taken that the cut wood should have full edge, cut on
all four side, few healthy knoghts, no holes from
insects, no slanting or warped planks should be
used. The material should be certified as a material
from renewable resource of Forest

Stewardship Council (FSC) grade. Certificate in proof
of the same shall be produced.

3. Tests :- Following test for the wood Specimen to
be conducted and Test results obtained to be
submitted:- Moisture Content (%), Density (kilograms
per cubic meter), Specific Gravity,

Compressive Strength Parallel to Grain, Compressive
Strength Perpendicular to Grain, Flexural Strength
Parallel to Grain, Flexural Strength Perpendicular to
Grain, Tensile Stress Parallel the Grain, Tensile
Stress Perpendicular the Grain.

4. All joinery should be designed complying to design
standards/ norms, shop drawing of the structure
including of the joinery should be submitted by the
Contractor for review, verification and approval from
the Engineer- In Charge prior to

execution of any work. Any augmentation required in
the sizes or connection, noticed

in the review due to lacuna in the requirement as per
standards shall be carried out by

the bidder without any additional cost.

5. All structural members of the trusses should have
gusset plate of required size, as specified by

6. All stainless steel fixtures and fasteners shall be of
SS 316 grade powder coated of approved color.

7. No nailing shall be allowed except beading and the
heads of the screw should not be seen/ visible.

8. Silicon sealant, wherever specified or directed
shall be of structural grade.

9. Wood structure work below and above ground
shall be treated for anti-weathering, anti-termite
treatment.

10. Contractor necessarily has to design prepare and
detailed design drawings, shop drawings get

12. All specifications shall be read in conjunction with
tender drawings provided.
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13. The cost includes 1 years maintenance without
any additional cost.

14. Design of the structure for wind load shall be as
per annexure map with (or as per

the latest map as per Indian standard) additional 15%
for cyclonic pressure.

122300.049

2760000




