3(B) EXTERNAL ELECTRICAL & LIGHTING SYSTEM

S.No | SOR/MR DESCRIPTION Unit Qty. Rate SOR Amount M.R
1 MR FEEDERPILLAR - 1
FOR 4 Nos COTTAGE TYPE |
Design, manufacture, supply, installation, testing and
commissioning of cubicle type panel fabricated out of CRCA sheet
steel , floor mounted totally enclosed switchbaord suitable for use
of 415 volts , 3 phase, 50 HZ complete with aluminium bus bar
and all accessories including supply and fixing of following
incoming and outgoing switchgears.
INCOMER : 100 AMP FP MCCB
BUS BAR : 125 AMP, 500 Volts, 3 phase 50 HZ 4P high
conductivity electrolytic Aluminium bus bar of suitable length,
insulated by heat shrinkable sleeves. The current density of bus
bar shall be minimum 1.00 sg mm / amp.
The Maximum allowable temperature for the Bus bar to be
restricted to 90 deg C. The temperature rise should be restricted to
45 deg C above ambient temperature.
OUT GOINGS :
6 no 63 AMP DP MCB (TYPE | COTTAGE DB)
1 no 63 AMP DP MCB (SPARE)
1 No 32 amp DP
1 No 16 amp DP SET 1 73342.00 73342.00
2 LT CABLE AND ACCESSORIES
SUPPLY OF L.T. CABLE:
Supplying and laying following sizes one number PVC insulated/
XLPE, PVC sheathed, steel armoured, aluminium conductor power
cable of 1.1 KV grade direct in ground including excavation, sand
cushioning, protective covering and refilling the trench etc as
required.
a 17.1.13 [3.5C X 50 Sq.mm Al. XLPE arm. Meter 150 404.00 60600.00
17.1.11 |3.5C X 25 Sq.mm Al. XLPE arm. Meter 300 316.00 94800.00
17.1.7 |3 x10sg. mm Metre 205 267.00 54735.00
3 MV CABLE JOINTING & END TERMINATION
Supplying and making end termination with brass compression
gland and aluminum lugs for following size armoured aluminum
conductor power cable of 1.1 KV grade as required.
a 17.23.12 3% X 25 sg. mm (25mm) Each 12 120.00 1440.00
b 17.23.14 |3% X 50 sq. mm (32mm) Each 2 187.00 374.00
4 MR MISCELLANEOUS ITEMS - DSR
Providing and fixing M.V. danger notice plate of 200 mm x 150
mm made of mllq steel, at Iegst 2 mm thlck-and-wtreous enamelled NoS. 5 141.00 282.00
white on both sides, and with inscription in single red colour on
front side as required .
Total
5 EARTHING
Earthing with G.I. earth plate 600 mm X 600 mm X 6 mm thick
including accessories, and providing masonry enclosure with cover
14.3 plate having locking arrangement and watering pipe of 2.7 metre|Set 3 4072.00 12216.00
long etc. with charcoal/ coke and salt as required. (BODY
EARTHING)
i 1417 Providing and fmr_\g 25 mm X 5 mm G.l. strip on surface or in Meter 40 119.00 4760.00
recess for connections etc. as required.
i 14.18 Providing _and fixing 6 SWG dia G.I. wire on surface or in recess for Meter 20 37.50 750.00
loop earthing as required.
8.25.2 | Supplying, installation, testing and commissioning of following
230/250 volts LED BOLLARD fitting with electronic driver, heat
6 sink, capacitor and all other accessories on existing foundation/
pole bracket complete as required and furnishing 2 Yrs Guarantee
certificate from manufacturer.
9 watt Each 15 5792.00 86880.00
7 PV Module: Solar PV Module 250Wp/24 V x 03 Nos.(as per MNRE Set
MR specifications) 4 52000.00 208,000.00




S.No| SOR/MR DESCRIPTION Unit Qty. Rate SOR Amount M.R
8 Lamps: 6 Nos. x 30W White LED with Control Electronics having Set
MR Dawn to Dusk Operation 4 66000.00 264,000.00
9 MR Battery: Lithium Iron Phosphate- 729.60 VAH x 06 Nos. Set 4 210000.00 840,000.00
Pole: Hot Dip Galvanized Octagonal/Cylindrical Pipe of 200mm dia
10 5mm thick Gl pipe 9 Meter Long with Battery Box, Module Set
MR mounting structure , Winch and Gear Box 4 85000.00 340,000.00
11 Footing: RCC Foundation of 1.5 Meter deep alongwith anchor rod Set
MR with base plate 18"x18” size, 10mm thickness 4 40000.00 160,000.00
12 Pedestal: RCC pedestal of 750mmx750mmx1000mm above NoS
MR ground level with decorative plaster ) 4 30000.00 120,000.00
Total (External Lighting system) 316,555.00 2,005,624.00




