
S.No.
PWD CG 

S.O.R 2015
DESCRIPTION OF ITEM QTY. UNIT RATE AMOUNT

1 1.1.4

Excavation for all types and sizes of foundations, 

trenches and drains or for any other purpose including 

disposal of excavated stuff upto 1.5 m lift and lead 

upto 50m (at least 5m away from the excavated 

area), cluding dressing and leveling of pits.

6.25 CUM 798.00 4987.50

2 3.1.2

Providing and laying nominal mix plain cement 

concrete with crushed stone aggregate using 

concrete mixer in all works upto plinth level excluding 

cost of form work.

1:4:8 (1 cement : 4 coarse sand : 8 graded stone 

aggregate 40mm nominal size).
0.63 CUM 2659.00 1661.88

3 1.19

Providing filling and compacting local earth (from 

approved source pit) in layers not exceeding 20cm in 

depth consolidating each deposited layer by ramming 

and watering, including dressing etc. complete.

8.13 245.00 1990.63

4 1.25

Diluting chemical emulsion (chlorpyrifos/ lindane) in 

water as per manufacturers recommendation and 

injecting for post - constructional anitermite treatment 

(excluding cost of chemical emulsion):

6.25 SQM 27.50 171.88

4.1
1.22  Supplying chlorpyrifos/ Lindane emulsifiable 

concentrate of 20% in sealed containers including 

delivery as specified. Assuming 25 sq. mts per litre

5.00 litre 208.00 1040.00

5 3.3.2

Providing and laying design mix reinforced cement 

concrete with crushed graded stone aggregate 20mm 

nominal size using batching plant, transit mixer and 

concrete pump, in all works upto plinth level excluding 

cost of form work.

RCC M-25 Grade 1.88 CUM 4298.00 8058.75

6 2.1

Providing and fixing form work including centring, 

shuttering, strutting, staging, propping bracing etc. 

complete and including its removal at all levels, for:

2.1.1

Foundations, footings, bases of columns plinth beam, 

curtain wall in any shape and size and all type of wall 

below plinth level.

3.00 SQM 139.00 417.00

7 3.3.2+3.4

Providing and laying design mix reinforced cement 

concrete with crushed graded stone aggregate 20mm 

nominal size using batching plant, transit mixer and 

concrete pump, in all works upto plinth level excluding 

cost of form work.

RCC M-25 Grade 0.94 CUM 4395.00 4120.31

8 3.1

Providing and placing in position reinforcement for 

R.C.C. work including

straightening, cutting, bending, binding etc. complete 

as per drawings

including cost of binding wire in foundation and plinth 

all complete:

3.12.3 Thermo-Mechanically treated bars FE 550D 80.08 KG 55.00 4404.58
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9 2.1

Providing and fixing form work including centring, 

shuttering, strutting, staging, propping bracing etc. 

complete and including its removal at all levels, for:

2.1.7
Suspended floors, roofs, access platform, balconies 

(plain surfaces) and
9.70 SQM 235.00 2279.50

10 7.6 +7.1.4

Extra for brick work in superstructure above plinth 

level for every floor or part thereof in addition to rate 

for foundation and plinth:

5.08 cum 3942.00 20019.05

11 11.3.2

Providing and making 15mm thick cement plaster on 

the rough side of single or half brick wall of mix: 

In Cement Mortar 1:4 (1 cement : 4 fine sand) 16.85 sqm 120.00 2022.00

12 12.3.2

Cement concrete flooring with cement concrete 1:2:4 

(1 cement : 2 coarse sand : 4 graded stone aggregate 

20mm) finished with a floating coat of neat 

cement.(50 mm thick )

4.41 sqm 254.00 1120.14

TOTAL 104586.43


