Hindustan Prefab Limited

Jangpura - 110014, New Delhi

Financial Bid

SUPPLYING, INSTALLATION, TESTING AND COMMISSIONING OF MEDICAL GAS PIPELINE SYSTEM AND EQUIPMENTS FOR 150 BEDDED
SUPER SPECIALITY ESIC HOSPITAL AT PANDYEPUR, VARANASI, UTTAR PRADESH. FOR 150 BEDDED SUPER SPECIALITY ESIC HOSPITAL
AT PANDYEPUR, VARANASI, UTTAR PRADESH.

NIT NO: HPL/DGM(C)/TC/ESIC/Varanasi /2017-18/75 Dated: 01.11.2017

Name of the Agency:

S.no

Item Desciption

Qty

Unit

Rate (in Rs.)

Amount(in Rs.)

1.0

MR

Part- A ---> Supply, Installation, Testing and commissioning etc as required
for Medical Gas System:

MR

Part - A : Medical Gas System. Supply, Installation,
Testing, Commissioning and Handing Over of Medical Air Compressor unit of 4 Nos (in
quadraplex system as per HTM/NFPA) non lubricated reciprocating air cooled air|
compressors ( Ingersoll Rand , Anestiwata, Hitachi, Kirloskar Make) with 60 CFM
refrigerant type air drier with Prefilter, After filter, 15 HP TEFC cage motors, drive
package, suction air filters, starter, mounting base frame complete with Air colled
after cooler, Pressure Reducing Station. The operation of the compressors shall be
having auto cutoff system according to the preset pressures for the lower and
upper limit. The system shall have all the necessary controls like pressure switches, relief
valves, etc. including Supply, Installation, testing, commissioning and handing over of
Air receiver for the above compressors with a storage volume of 3000 ltrs at NTP
conditions.

1.00

Set

2.0

MR

Duplex Three stage Breathing Air Filtration System with By pass pipeline system &
Isolation Valves.

1.00

Set

3.0

MR

SITC of Triplex MEDICAL VACUUM SYSTEM. The package shall consist of Reciprocating
Vacuum pumps ( including civil foundation and electrical wiring of suitable capacity from Pump
to electrical panel and non return valve complete ) with suitable hp motor. The vacuum pump,
motor and associated accessories as required shall be supplied as a package by the
manufacturer, and not as discrete items. completee system are as per specification

1.00

Set

4.0

MR

Duplex Bacterial Filter Vacuum with By pass pipeline system with Isolation valves. As per
specification

1.00

Set

5.0

MR

Supply, Installation, Testing, Commissioning and Handing over of Oxygen Manifold
comprising of 2 x 10 Oxygen cylinders in the main manifold and 2 x 4 cylinders in the
emergency manifold with Piston type Heavy duty, High flow Oxygen Regulator.

1.00

Set

6.0

MR

S..T.C of Imported CE Marked compliant with HTM or NFPA Oxygen Change-Over|
Reduction Box (Automatic Control Panel) of Digital fully Automatic type, capable of switching
from “Bank in Use” to “Reserve Bank” without fluctuation in delivery line pressure and without
the need for external electrical power. The Changeover panel shall be rated for min. 175 QMH
at 400 kPA, and shall include the following accessories. Panel shall comply with HTM/NFPA
& as per specification.

1.00

Nos

7.0

MR

Supply, Installation, Testing, Commissioning and Handing over of Nitrous Oxide
Manifold comprising of 2 x 3 N20O cylinder in the main manifold with a 2 cylinders in the
Emergency manifold.

1.00

Set

8.0

MR

S.I.T.C of Imported CE marked Nitrous Oxide Change-Over Reduction Box (Automatic
Control Panel conforming to HTM/ NFPA ) of Digital fully Automatic type, capable of
switching from “Bank in Use” to “Reserve Bank” without fluctuation in delivery line pressure
and without the need for external electrical power. Product should be as per specification.

Nos

9.0

MR

AGSS System consisiing of Duplex, Skid Mounted AGSS Pumps with Remote
Switches - AGSS Simplex Start Switch. As per specification

1.00

Set

10.0

MR

Plant/Master Gas Alarm:- S.I.T.C. of Imported CE marked (with CE Number) Master Gas
Alarm for 4-gases conforming to HTM/NFPA. This panel shall be able to test Short Circuit
Fault, Open Circuit Fault, Source Equipment Fault and include the a) Duall Circuit LED
Indicators. b) Test facility to check LED c) Test facility to check LED Integrity . Panel shall be
equipped with Micro-procesor based alarm. product should be as per specification.

1.00

11.0

MR

Supply, Installation, Testing, Commissioning and Handing over of Solid drawn copper|
pipes manufactured as per BS 2871 - EN 13348/ ASTM B819 duly certified by
LLoyds or third party inspection agency with  all necessary fittings, pipe supports, etc
complete. as per specification

11.1

a). 12 mm OD x 0.6 mm thk

1,075.00

RMT

11.2

b). 15 mm OD x 0.9 mm thk

2,200.00

RMT

11.3

€). 22 mm OD x 0.9 mm thk

2,500.00

RMT

11.4

d). 28 mm OD x 0.9 mm thk

1,350.00

RMT

115

€). 42 mm OD x 1.2 mm thk

200.00

RMT

11.6

f). 54 mm OD x 1.2 mm thk

150.00

RMT

11.7

9). 76 mm OD x 2.01 mm thk

150.00

RMT

12.0

MR

SITC of gas lockable Area Valve Service Units with integrated alarm system as per|
specifications, and as required. Product should be as per specification. Must have Gas
Pressure alarm facility LED digital display, audio visual feature. Must have emergency feed
facility in case of shutdown for intrepted supply. SS sheet construction, CE certified/UL Listed
with relevant notified no. on it as required, entry/ exist of gases from upward direction as per
specification (Imported)

12.1

a). 5 Gas Service

7.00

12.2

b). 4 Gas Service

1.00

12.3

c). 3 Gas Service

3.00

12.4

d). 2 Gas Service

9.00

13.0

MR

Supply, Installation, Testing, Commissioning and Handing over of Isolation Ball valves
for the pipelines complete with supports, etc. These quantities do not include
the valves in the equipment room, which shall be quoted as included in the
equipment as specified above.




13.1 a). 12 mm 80.00 Nos
13.2 b). 15 mm 26.00 Nos
13.3 C). 22 mm 23.00 Nos
13.4 d). 28 mm 21.00 Nos
13.5 €). 42 mm 12.00 Nos
13.6 ). 54 mm 4.00 Nos
13.7 g). 76 mm 2.00| Nos

Supply, Installation, Testing, Commissioning and Handing over of Gas outlets Points
14.0 MR L -

as per latest standard & specification (Imported)
14.1 a). Oxygen Outlet 316.00 Nos
14.2 b). Nitrous Oxide Outlet 24.00 Nos
14.3 c). Compressed Air Outlet (4 Bar) 44.00 Nos
14.4 d). Compressed Air Outlet ( 7 Bar) 7.00 Nos
14.5 e). Vacuum Outlet 296.00 Nos
14.6 f). AGSS Outlet 7.00 Nos
15.0 MR Electrical Control Panel Equipped along with Duplex & Cascade system for Air compressor 1.00 Nos

& vacuum Pump System

MEDICAL GAS B SYSTEM: -

Supply, Installation, Testing and commissioning etc as required for Medical Call

System: )

Part - B : Pipeline Accessories. Back pressure

Compensated Oxygen flowmeters with a range of 0 - 15 LPM. The body shall be made of|

brass and chromium plated. The flow tube shall be of clear, impact resistant
16.0 MR polycarbonate. ~ The %umidifiers bottles  shallbe made of breakablgpolycarbonate 248.00 Nos

and are autoclavable at 121 Deg C. The meters and humidifiers shall be suitable for the

outlets offered as per specification.

Ward Vacuum Units with unbreakable collection jars and regulators. The unit shall be

supplied with vacuum guage to indicate the suction supplied to the unit. The unit shall have
17.0 MR a bracket for wall mounting. The 600 ml jars shall be made of unbreakable polycarbonate 248.00 Nos

and are autoclavable at 121 Deg C as per specification.

Theatre Vacuum Units on mobile trolleys with twin 2000 ml unbreakable bottles made of|

polycarbonate, autoclavable at 121 Deg C. The unit shall be supplied with a
18.0 MR regulator with instant ON/OFF switch and three way selection to use the left, 8.00 Nos

right or both the bottles. The complete unit shall be mounted on a trolley with castor

wheels as per specification.

Antistatic HP Tubing for connection (5 Mtr.) according to specific color coding and MGPL
19.0 MR X -

standard as required.
19.1 a) HP Tubing for oxygen conversion Kit 7.00 Nos
19.2 b) HP Tubing for Nitrous Oxide conversion Kit 7.00 Nos
19.3 c) HP Tubing for Medical Air conversion Kit 7.00 Nos
19.4 d) HP Tubing for Vacuum conversion Kit 8.00 Nos

MEDICAL GAS SYSTEM: -

Supply, Installation, Testing and commissioning etc as required for

Medical Call System: )

Part - C : Bed Head Wall Panels 1 meter length Supply, installation and

providing wiring and piping connections for bed head wall panels. The panel shall be

fabricated out of high strengths extruded alluminium sections with inbuilt single railing

and powder coated to color as per the Owners choice. The panel shall have facility
20.0 MR to accomodate : Max. 5 nos of Gas outlets, 5/15 A multi pin switched socket 228.00 Nos

outlets - 4 nos, 1 no Nurse call switch panel with wired remote, 1 no arm lamp 60W with
adaptor, 1 no Infusion pump rail mount pole with adaptor, 1 no IV tree rail mount with
adaptor and holder for vacuum collection jar  To be included with OT Equipments

GRAND TOTAL (in Rs.)




