HINDUSTAN PREFAB LIMITED

Jangpura New Delhi

Name Of Work : Supply. Installation & commissioning of 10 Kw Solar Power Plant at Gangrel.

A. Street light

Amount

S.No.

S.O.R

Name of items

Unit

Qty

Rate

SOR

NON SOR

8.3

Supplying of installation ,testing and commissioning of
following 230/250 volt LED steel light fitting all
accessories like driver , heat sink made of die cast
aluminium with IP 66 protection and 5 KV surge
protection on pole bracket complete as requist and
furnished 2 Yrs Guaratee certificate from manufacture.

1.1

8.30.1

25-30 watt

Each

33

4890.00

161370.00

1.2

8.30.3

60 watt

Each

10115.00

60690.00

21.14

Supplying and fixing of 32mm dia x2 metre long G.I
PIPE ( LIGHT) bracket for mounting street light fitting of
all type on pole including bending the pipe of the
requred shape, 2 Nos 40x3mm flt iron clamp with bolts
and nut including wiring with 1.5 sq. mm W.P/PVC wire
etc as required.

Each

39

491.00

19149.00

17.7

Suppling and lying following sizes one number
,unarmoured, aluminium conductor power cable of 1.1
KV grade on surface /existing cable tray as required .

3.1

17.7.3

2x6 sg.mm

Metre

234

61.00

14274.00

17.2

Supplying,fixing and cramping suitable size and all type
aluminiun ferule/ lugs to following size 1.1 KV grade
power cable core /lead ,pressed with high pressure
cramping tool including connection to switch gear
/MCCB etc as required .

4.1

17.20.2

6 sg.mm

Each

132

8.10

1069.20

21.15

Supplying and fixing water tight terminal box made of
1.6mm thick M.S Sheet with detachable gland pate in
bottom,hinged front open able cover , rubber gasket
,having 2Nos 4way connector and 1 No SPMCB inside
the box fox cable connection ,fixed to pole with 2 Nos
clamp made from 40x3mm M.S flate with 2 No nut bolt
dully painted with 2 coat of red oxide paint and 2 coat
aluminium paint complete as required.

5.1

21151

20x15x15 cms.

Each

10

614.00

6140.00

B. Cables & Connections

NS

Design, manufacture, supply, installation, testing and
commissioning of cubicle type panel fabricated out of
CRCA sheet steel , floor mounted totally enclosed
switchbaord suitable for use of 415 volts , 3 phase, 50
HZ complete with aluminium bus bar and all
accessories including supply and fixing of following
incoming and outgoing switchgears.

INCOMER : 100 AMP FP MCCB

BUS BAR : 125 AMP, 500 Volts, 3 phase 50 HZ 4P
high conductivity electrolytic Aluminium bus bar of
suitable length, insulated by heat shrinkable sleeves.
The current density of bus bar shall be minimum 1.00 sq
mm / amp.

The Maximum allowable temperature for the Bus bar to
be restricted to 90 deg C. The temperature rise should
be restricted to 45 deg C above ambient temperature.

OUT GOINGS :

6 no 63 AMP DP MCB (TYPE | COTTAGE DB)

1 no 63 AMP DP MCB (SPARE)

SET

120000.00

120000

LT CABLE AND ACCESSORIES




S.No. [S.O0.R [Name of items Unit Qty Rate SOR NON SOR
SUPPLY OF L.T. CABLE:
Supplying and laying following sizes one number PVC
insulated/ XLPE, PVC sheathed, steel armoured,
aluminium conductor power cable of 1.1 KV grade direct
7 17.1]. ; . . o
in ground including excavation, sand cushioning,
protective covering and refilling the trench etc as
required.
a 17.1.11|3.5 C X 25 Sg.mm Al. XLPE arm. Meter 150 316.00 47400.00
b 17.1.13|3.5 C X 50 Sg.mm Al. XLPE arm. Meter 260 404.00 105040.00
17.1.12 [3.5x35sq. mm. Metre 210 347.00 72870.00
MV CABLE JOINTING & END TERMINATION
Supplying and making end termination with brass
8 1723 compression gland and aluminum lugs for following size
"7 Jarmoured aluminum conductor power cable of 1.1 KV
grade as required.
1,
a 17.23.12 3% X 25 sg. mm (25mm) Each 4 120.00 480.00
1,
b 17.23.14 3% X 50 sq. mm (32mm) Each 12 187.00 2244.00
17.23.13|3% X 35 sq. mm (28 mm) Each 12 168.00 2016.00
N.S |MISCELLANEOUS ITEMS - DSR & SOR
Providing and fixing M.V. danger notice plate of 200
mm x 150 mm made of mild steel, at least 2 mm thick
9 SOR |and vitreous enamelled white on both sides, and with Nos. 4 141.00 564.00
inscription in single red colour on front side as required .
12.9 Providing and fixing metal clad, TP&N 4 pole automatic
change over switch unit, 415/500 volts, including drilling
10 holes on the board, connections, earthing the body,
testing and commissioning etc. as required.
a 12.9.5 |630 amps Each 100997.00( 201994.00
b |12.9.6 [800 amps Each 142715.00| 142715.00
C. |17.26.3 |2 X 25sg. mm Each 36 898.00 32328.00
d 17.26.4 |2 X 35 sq. mm Each 12 899.00 10788.00
e 17.26.5 |2 X 50 sq. mm Each 24 1091.00| 26184.00
C. 10kWp Off-Grid Solar Power Plant & Control Room
Supply, Installation and Commissioning of 10kWp Off-
1 MR Grid Solar Power Plant as per MNRE specifications. Set ! 1663840.00 1663840.00
Supply and installation of Steel Structure Twin wall
(Sandwich) insulated Control Room for SPV Power
12 MR Plants including Civil Work as per design size (4M x 6M) Set ! 450000.00 450000.00
Total 907315.2 2233840
Grand Total 3141155.2




