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Scope of work :- 

Brief Description of work:- 

All shelter homes shall be constructed as per drawing & design from Foundation 

level to Roofing .The works shall be carried out as per relevant IS Code & as per 

the relevant CPWD specifications-unless & otherwise specified. 

Each Shelter home shall broadly comprise of  

(1) UP to Plinth-  All Structural works for making its foundation involving 

Excavation ,Backfill, PCC,R.C.C ,Reinforcement steel, Plinth Beam 

centering&  shuttering,  Brick work over plinth beam ,Plinth fill with earth 

& sand ,Foundation bolts and its grouting, Plaster ,Paint  ,Vitrified tile in 

floor & Antiskid tile in toilet area. The  Plinth level of shelter home shall be 

+600mm above NGL. 

(2) For entrance –One side Ramp & other side step to be provided with kota 

flooring and SS Railing, i.e.  foundation brick work , PCC , Plaster etc. 

(3) Above Plinth – 

a) All Internal &External wall of Shelter home shall be made with 60mm 

thick PUF wall with necessary U track, Flashing, etc. The wall to be  

installed with Tongue & grove arrangement. Over all  external openings 

sun shed is to be provided.At entrance area ,a  canopy made of track 

sheet & MS Frame with its foundation shall be provided.   

PUF panel shall be provided with opening for 

doors/window/ventilators/exhaust fans etc as per drawing. 

b) All MS structures, Column, Beams, made of structural steel made at 

factory and assembled at site with Bolts and Nuts – for G+1 building for 

Model 1,2,3 & 5 & for G+2 for Model 4 building of shelter home, duly 

painted. 

c) MS staircase made of structural steel, made at factory and assembled at 

site, duly painted i.e. Its foundation work as per drawing & complying codal 

provisions.  
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d) Deck Slab: - 1 No. ground floor slab for G+1 building and 2 No. slab for G+2 

building. Deck slab will be on Treck Deck sheet which will be supported over 

MS framed structure over Treck sheet – 75 mm (Avg. thickness – 50 to 100 

mm) M25 RCC concrete shall be provided with reinforcement of 10 mm dia. 

@ 200 mm C/C. 

e) Over RCC vitrified tiles of 600x600 mm size to be provided in all area 

except toilet area where anti skid tile shall be provided. 

f) False ceiling:-False ceiling shall be provided at each floor of 30mm thick 

PUF Panels fixed with tongue & grove arrangement & suspended with roof 

/Roof members. 

g) Roof Sheeting:- Roof sheeting over structural steel frame in two way 

slopemade of PPGI sheet with Rainwater gutter & rainwater pipes. Top of 

Roof to be provided with ridge cover. 

(h) Doors:- All doors –Single leaf or Double leaf shall be made of as below: 

        Frame- Aluminum section powder coated –min 50 micron   

Shutter :- 30mm thick PUF Panel shutter,made of PPGI sheet both sides 

except toilet door in which inner side will be provided with 2100mm high FRP  

sheet (all factory made). In between sheets –PUF (polyurethane foam ) shall 

be provided. 

All door are to fixed with PUF wall panel & all fitting such as hinges, Aldropetc.to 

be provided. 

1 No. Mosquito Proof  Double leaf Door-  (2.0x2.1 m) with  Al. Frame &SS wire 

mesh shall be provided at main entrance gate along with PUF door 

(i) Window:- All window with sliding shutter (3 way) 

      Frame-Aluminum section powder coated min 50 micron   
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      Shutter- aluminum  section sliding profile 2 shutters with 3mm translucent                                                          

fibre sheet & one shutter with SS wire mesh. AluminumGRILLof 8mmDia& 

opening 69x83mm also to be provided. 

All window to be provided with required fittings. 

(j) Ventilators:-  

Frame:-Aluminum section powder coated min 50 micron. 

Louvers:- made of 3mm translucent sheets. 

Wire mesh fixed shutter to be provided. 

(4) All required Plumbing/Sanitary/Water supply works for Toilets &Kitchen 

area are to be provided which will broadly include. Plumbing Fixture 

,Pipes, Sanitary fixtures ,loft water tanks with frames . Looking mirrors 

etc. Urinal Partition wall made of 30mm PUF Panel of size 450 mm X 

900mmshall be provided .Slope of toilet to be provided such that there is 

no stoppage of water on the floor. All piping works on PUF Panel walls. 

(5) All required Electrical works for Shelter homes are to be provided which 

will broadly include, Luminaries , Ceilingfan, Exhaust fan ,Switches , Switch 

boxes, Conduit , Wiring,Earthing, DBS, MCB,MCCB, Panel box, Energy  

meter  ,Bracket light, CCTVs ,Video Recorder,colourLED monitor,  600 VA 

UPS etc.All mounting of switch boxes ,Conduiting etc. shall be on PUF 

Panel wall surface. 

(6) Miscellaneous item :- for each shelter home ,the following items are to 

be provided: 

A) 1No. vertical cylindrical Geyser of 25 litres capacity shall be provided, 

in each bathroom and handicapped toilet along with all the fittings and 

fixtures complete. 

B) 1 No. 1 HP water pump with copper winding and cast iron body shall 

be provided including all fittings and fixtures.  

C) 1 No. electric and storage type mineral RO water purifier  of 15 ltr. 

(40x25x52 cm) capacity shall be provided, including all fittings and 

fixtures,  in the kitchen. 
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D) 1KW off grid, roof top solar power system (1 set) with Inverter – 1800 

VA (1 No.), Battery – 150 AH (2 Nos.), with MS stand duly painted,  

solar panels – 1000 watts (250 watt x 4 Nos. Solar Panel of 

approximate size 1640 (L) x 980 (B) x 35 (D) mm -MNRE approved- 

mounted  South face ,on MS Angle frame of size 35x35x6mm over the 

roof sheet ) and 10 hrs. backup shall be provided, including all fittings 

and fixtures wiring, cabling up to DB/Panel. 

E) Signages & Signage boards shall be provided, As directed by engineer 

in charge. 

F) 4 Kg ABC powder type fire  Extinguisher (2 Nos.) shall be provided, with 

gross weight of 7.5 Kg and with 5 years of warranty. 

G) Looking Mirrors (size 450x750 mm) shall be provided, in Model 1 -11 

Nos., in Model 2 - 9 Nos.,  in Model 3- 6 Nos., in Model 4- 3 Nos., in 

Model 5- 15 Nos. 

H) 6’steel (22 swg) almirah (1 No.) with shelfs inside (double door almirah 

with 6’ height) shall be provided in caretakers room, 

 

 

Mode of Measurements: Area of Shelters will be measured after 

construction from external faces of wall to wall in length & width. 

Nothing will be paid extra on account of Canopy, balconies, chajjas, 

cantilevers, ramp , porch , steps etc. For G+1 building, area at G. floor 

building , will be multiplied by 2 for measuring the area of shelter home. 

For G+2 building, area at G. floor building will be multiplied by 3 for 

measuring the area of shelter home, for billing & payment purpose. 

 

 
 
 
 
 
 



SUDA 

Seal & Signature of Tenderer                                                                                          Hindustan Prefab Limited  

 
 
 

 
i) Office Chair (1 N0.) shall be provided in caretakers room. 
Office Chairs SEAT/BACK ASSEMBLY : The seat and back are made from 
seasoned wood, knitted with cane and finished with synthetic paint (black) 
Back size: 45.7 cm (W) X 39.0 cm (H), Seat size: 45.7 cm (W) X 42.4 cm (D), 
CANE FOR SEAT/BACK: Cane is produced from blends of High and Low 
Density Polyethylene.  
ARMREST TUBE : The armrest tube is made of M.S.E.R.W. tube and powder 
coated (40-60 microns). The armrest is gas – assisted injection moulded 
from black Polypropylene. 
UNDERSTRUCTURE ASSEMBLY ( The understructure assembly is cantilever 
type frame made of M.S.E.R.W. tube and powder coated (40-60 microns). 

 

 

j) 1 No. Mosquito Proof Door (2.0x2.1 m) with SS wire mesh shall be    

provided at main entrance gate along with PUF door,  

 

 

 

 

 

 

 

 


