Hindustan Prefab Limited
Jangpura, New Delhi-110014

Name of Work:

C/o College of Nursing and College of Physiotherapy at Kutail University ,Karnal,Haryana

Sub Head

Road and External Development Work

Name of Client

Medical Education Research Department(MERD), Government of Haryana

NIT No.

HPL/DGM(ENGG.)/TC/MERD-Karnal/2019-20/15

Dated:15.05.2019

Bill of Quantities

Remarks
DSR 16/MR

Description of ltems

Unit

Quantity

Rate

Amount

2.6.1+2.25
+1.1.2

Supply, stacking, filling, wattering and consolidating of good
earth broad from out side.

cum

3008.25

400.87

1205917.18

16.1

Preparation and consolidation of sub grade with power road
roller of 8 to 12 tonne capacity after excavating earth to an
average of 22.5 cm depth, dressing to camber and
consolidating with road roller including making good the
undulations etc.

sgm

2242.50

90.10

202049.25

16.3.2

Supplying and stacking at site. 63 mm to 45 mm size stone
aggregate

cum

850.00

1449.30

1231905.00

16.3.10

Moorum

cum

200.00

643.20

128640.00

Laying, spreading and compacting stone aggregate of specified
sizes to WBM specifications in uniform thickness, hand picking,
rolling with 3 wheeled road / vibratory roller 8-10 tonne
capacity in stages to proper grade and camber, applying and
brooming requisite type of screening

cum

850.00

449.10

381735.00

4.19.1.2

M-10 grade plain cement concrete (cement content
considered @ 220 kg/cum).

cum

570.00

5927.55

3378703.50

5.40

Providing and laying design mix cement concrete of M-30
grade, in roads/ taxi tracks/ runways, using cement content as
per design mix, using coarse sand and graded stone aggregate
of 40 mm nominal size in appropriate proportions as per
approved & specified design criteria, providing dowel bars with
sleeve/ tie bars wherever required, laying at site, spreading
and compacting mechanically by using needle and surface
vibrators, levelling to required slope/ camber, finishing with
required texture, including steel form work with sturdy M.S.
channel sections, curing, making provision for contraction/
expansion, construction & longitudinal joints ( 10 mm wide x
50 mm deep) by groove cutting machine, providing and filling
joints with approved joint filler and sealants, complete all as
per direction of Engineer-incharge (Item of joint fillers,
sealants, dowel bars with sleeve/ tie bars to be paid
separately).

16.43.2

Note:- Cement content considered in M-30 is @ 340 kg/cum.
Excess/ less cement used as per design mix is payable/
recoverable separately. Cement concrete manufactured in
automatic batching plant (RMC plant) i/c transportation to site
in transit mixer

cum

570.00

7160.40

4081428.00

5.22A

Steel reinforcement for R.C.C. work including straightening,
cutting, bending, placing in position and binding all complete
above plinth level.

kg

50000.00

55.30

2765000.00

10

4.1.8

1:4:8 (1 cement : 4 coarse sand : 8 graded stone aggregate 40
mm nominal size).

cum

215.10

4478.15

963250.07
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S. No.

Remarks
DSR 16/MR

Description of ltems

Unit

Quantity

Rate

Amount

11

6.1.2

Brick work with common burnt clay F.P.S. (non modular) bricks
of class designation 7.5 in foundation and plinth in.

cum

385.02

4751.65

1829480.28

12

2.27

Supplying and filling in plinth with Jamuna sand under floors,
including watering, ramming consolidating and dressing
complete.

cum

133.50

917.75

122519.63

13

16.68

Providing and laying 60 mm thick factory made cement
concrete interlocking paver block of M - 30 grade made by
block making machine

sgm

1500.00

615.70

923550.00

14

16.69

Providing and laying at or near ground level factory made kerb
stone of M-25 grade cement concrete in position to the
required line, level and curvature, jointed with cement mortar
1:3 (1 cement: 3 coarse sand), including making joints with or
without grooves (thickness of joints except at sharp curve shall
not to more than 5mm), including making drainage opening
wherever required complete etc. as per direction of Engineer-
in-charge (length of finished kerb edging shall be measured for
payment). (Precast C.C. kerb stone shall be approved by
Engineer-in-charge).

cum

110.00

5012.65

551391.50

(Horticulture)

15

21

Trenching in ordinary soil up to a depth of 60 cm including
removal and stacking of serviceable materials and then
disposing of surplus soil, by spreading and neatly levelling
within a lead of 50 m and making up the trenched area to
proper levels by filling with earth or earth mixed with sludge or
/ and manure before and after flooding trench with water
(excluding cost of imported earth, sludge or manure).

cum

50.00

45.85

2292.50

16

2.8

Spreading of sludge, dump manure and/or good earth in
required thickness as per direction of officer-in-charge (cost of
sludge, dump manure and/ or good earth to be paid
separately). Details of cost forl cum

cum

100.00

30.95

3095.00

17

29

Mixing earth and sludge or manure in the required proportion
specified or directed by the Officer-in-charge Details of cost for
10 cum

cum

100.00

21.35

2135.00

18

210

Grassing with selection No. 1 grass including watering and
maintenance of the lawn for 60 days or more till the grass
forms a thick lawn, free from weeds and fit for mowing
including supplying good earth, if needed (the grass and good
earth shall be paid for separately).

(A)

2.10.1

In rows 5 cm apart in both directions Details of cost for100
sgm

sgm

8000.00

10.40

83200.00

19

2.26

Providing and fixing M. S. tree guard 45 cm square in plan,
height 1.20 metre above ground level and 0.40 metre below
ground level. The vertical members shall consist of four nos.
angle iron of size 25x25x3 mm, 1.6 m long, one at each corner
and 8 nos flat iron of size 25x3 mm, 1.2 m long. The vertical
mambers shall be welded to 4 nos. 25x6 mm M. S. flats placed
horizontally around the vertical member of the cage. One
name plate of 1 mm thick M.S. sheet of size 250x100 mm shall
be welded to the tree guard near the middle height and
lettered CPWD/ PWD/ any other approved name. The tree
guard shall be fixed to the ground by making suitable holes
and by embedding four corners leg in the ground, including
refilling the earth, compaction etc. complete. The tree guard
shall be painted with two or more coats of synthetic enamel
paint of approved brand and manufacture over a coat of
primer, complete in all respect. Details of cost for one tree
guard

Each

80.00

1598.95

127916.00
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S. No.

Remarks
DSR 16/MR

Description of ltems

Unit

Quantity

Rate

Amount

20

2.29

Providing Circular Cement Concrete pots of specified size, cast
with cement concrete of nominal mix 1:2:4 (1 cement: 2
coarse sand: 4 graded stone aggregate 6 mm nominal size),
reinforced with 7 Nos ( 3 nos horizontal & 4 nos vertical “ U “
shape) M.S. wires of 3.5 mm dia as per design, including
required form work, finishing with cement punning on

exposed surface, curing for specified period and stacking in
required rows & height, all complete as per direction of Officer-|
in-charge.

(A)

2.29.1

Top inside dia 35 cm, outer bottom dia 25 c¢m, total height 35
cm with wall thickness of 25.4 mm Details of cost for one pot

Each

200.00

173.55

34710.00

21

33

Providing and displaying of Aglaonema Pseudo bractatum
plants, having ht. 30 cm and above with 3 to 4 suckers & 20 to
25 leaves, well developed, fresh and healthy in 25 cm size of
Earthen pot / Plastic pot & as per direction of the officer-in-
charge

Each

150.00

82.00

12300.00

22

3.15

Providing and displaying of Areca Palm plant, having ht. 1.20
m to 1.50 m with 5 to 6 suckers, well developed, fresh and
healthy with lush green foliage in 25 cm size of Earthen pot /
Plastic pot & as per direction of the officer-in-charge

Each

200.00

153.75

30750.00

Total

18061967.90
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