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LAUNDRY SPECIFICATION 

 

Sl. 

No. 

EQUIPMENT QTY 

1 Industrial Drying Tumbler, 30 Kg capacity. 

Front loading, open pocket, electrically heated.  

Capacity shall be Upto 30kg dry weight of linen per charge.  

Outer Cabinet: Painted M.S. body and panels.  

Inner Cylinder shall be stainless steel SS 304 quality  

Drum size(Approx.) : Ø 900-950mm  X 900-950mm Depth  

Volume: Not less than 600 ltrs.  

Motor Load: 1 HP drive motor and 1 HP Blower motor 

Heater load: 18 KW 

Electric Supply: 415V ±10%, 3-Phase + N, 50 Hz AC 

Shall have Lint filter and lint compartment  

User friendly switch operated panel controls 
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2 Flat work drying ironer 

Single roll, Heated chest type, front feed Rear return, electrically heated.  

Roller size shall be minimum Ø 375mm  X 1830mm Depth 

Heater load: 14 KW (minimum) 

Motor Load: 2 HP drive motor and 1 HP suction motor 

High polished heated chest 

Air mounted ironing chest 

Lift off interlocked panels for easy maintenance 

Independent suction fans for moisture evaporation 

Variable speed drive with soft –start 

Speed control with digital read out 

Electronic temperature control with digital read out 

Electrical and mechanical protection devices 

User friendly switch operated panel controls 

 

1 

3 Wash room trolley, S.S. 50 Kg capacity.  

Full Stainless Steel.  

Formed out of S.S tubes & S.S sheet cladding.  

Round tubular handles on both sides.  

Welded construction.  

Fitted with 4nos. swiveling type Ø150 ball bearing wheels.  

Over All Size : 1000mm x 600 mm x 780 mm ht  

 

2 

4 Dry Linen trolley, S.S. 50 Kg capacity.  

Formed out of steel tubes.  

Hinged front half with spring loaded latches on both sides.  

Galvanized & Hot Painted.  

Round tubular handle on the side.  

Fitted with 4 nos. swiveling type Ø150 ball bearing wheels.  

Over All Size : 1100 mm x 600 mm x 1500 mm ht 
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5 Shelf trolley, 100kg capacity  

 

Formed out of steel tubes. 

Galvanized & hot painted.  

Round tubular handle on the side.  

Fitted with 4 nos. swiveling type Ø150 ball bearing wheels.  

Over All Size : 1200 mm x 600 mm x 1700 mm ht 
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6 Mobile table  

 

Formed out of steel tubes.  

Galvanized & hot painted.  

Stainless Steel polished top.  

Welded structure with underneath shelf.  

Fitted with 4 nos. swiveling type Ø150 ball bearing wheels.  

Over All Size : 1150 mm x 750 mm x 800 mm ht 
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7 Vacuum finishing table, 1200mm x 750mm  

 

Rectangular table top Padded with silicon padding.  

Powerful suction Thermostatically controlled stainless steel table heater.  

Extended exhaust duct with lighting device.  

Provision for swiveling type arm assembly for instant changeability of various bucks.  

Table Top Size: 1200mm X 750mm  

Main Body: Formed out of steel sheets / plates. Shot blasted & hot painted. All 

components easily accessible.  

Table Top: Aluminum plate of minimum 2.5mm thickness perforated flat top padded 

with high porosity & heat resistant silicon padding.  

Suction Blower: Heavy duty 0.5HP centrifugal blower driven by independent blower 

motor activated by spring loaded full length foot pedal work in conjunction with sturdy 

micro switch.  

Exhaust: Extended exhaust duct with lighting device.  

Heater: Full stainless steel in-built heater of minimum 1KW capacity. Thermostatically 

controlled.  

Electric Supply: 230V ±5%, 3-Phase + N, 50 Hz AC  

Attachments: Electric steam iron, Teflon Shoe & condensate separator 
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8 Washer Extractor  

Front loading, electrically heated.  

Capacity shall be Upto 30kg weight of linen per charge.  

Drum size(Approx.) : Ø 900mm  X 500mm Depth  

Drive Motor: 7.5HP (minimum) 

Volume shall be minimum 300 litres 

 

Construction 

All wetted parts are 304 –stain less steel 

Stainless steel cabinet 

Large door opening and safe door inter lock 

Free standing construction 
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 Robust  spring suspension with industrial shock absorbers 

Solid bearing housing 

Technical 

Variable frequency drive 

350 G extract force 

Electric or steam heating  

Auto chemical dozing system 

Pneumatically/Electrical operated valves 

Electrical 

 

Advanced micro processor  

Fully automatic programmable  panel controls 

Programmable valve controls 

 

9 Air compressor  
2 HP Single Stage, 100 ltrs Tank  

Preferred make : ELGI  
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Approved Makes :Fabcare/Stefab/Ramsons/Electrolux/Nat Steel 


