
S.No. Description of items
Ref. D.S.R. 

2016
Qty Unit Rate Amount

1

Providing and laying in position cement concrete of specified grade 

excluding the cost of centering and shuttering - All work up to plinth 

level :"1:2:4 (1 cement : 2 coarse sand (zone-III) : 4 graded stone 

aggregate 20 mm nominal size).

4.1.3 1.1 cum 0

2

Half brick masonry with common burnt clay F.P.S. (non modular) 

bricks of class designation 7.5 in superstructure above plinth level up 

to floor V level.Cement mortar 1:4 (1 cement :4 coarse sand)
6.13.2 50 cum 0

3

Providing and fixing specified wood frame work consisting of battens

50x25 mm fixed with rawl plug and drilling necessary holes for rawl 

plug etc. including priming coat complete.Kiln seasoned and 

chemically treated hollock wood

9.36.1 1.2 cum 0

4

Providing and fixing plywood 4 mm thick, one side decorative veneer

conforming to IS: 1328 (type-1), for plain lining / cladding with 

necessary screws, including priming coat on unexposed surface with : 

Decorative veneer facings of approved manufacture 

9.37.1 170 sqm 0

5 12 mm cement plaster of mix :1:6 (1 cement: 6 fine sand) 13.1.2 80 sqm 0

6

Colour washing such as green, blue or buff to give an even shade 

:New work (two or more coats) with a base coat of white washing with 

lime 
13.39.1 300 sqm 0

7
Finishing walls with water proofing cement paint of required shade :

New work (Two or more coats applied @ 3.84 kg/10 sqm) 13.44.1 500  sqm 0

8

Removing dry or oil bound distemper, water proofing cement paint

and the like by scrapping, sand papering and preparing the surface

smooth including necessary repairs to scratches etc. complete. 
14.46 500 sqm 0

9

Distempering with 1st quality acrylic distemper (ready mixed) of

approved manufacturer, of required shade and colour complete, as

per manufacturer's specification.Two or more coats on new work 
13.42.1 200 sqm 0

10

Providing and fixing Chlorinated Polyvinyl Chloride (CPVC) pipes,

having thermal stability for hot & cold water supply, including all

CPVC plain & brass threaded fittings, including fixing the pipe with

clamps at 1.00 m spacing. This includes jointing of pipes & fittings

with one step CPVC solvent cement and testing of joints complete

as per direction of Engineer in Charge.

Internal work - Exposed on wall 15 mm nominal outer dia Pipes 

18.7.1 25 metre 0

11

Providing and fixing water closet squatting pan (Indian type W.C.

pan ) with 100 mm sand cast Iron P or S trap, 10 litre low level white

P.V.C. flushing cistern, including flush pipe, with manually controlled

device (handle lever) conforming to IS : 7231, with all fittings and

fixtures complete, including cutting and making good the walls and

floors wherever required: White Vitreous china Orissa pattern W.C. 

pan of size 580x440 mm with integral type foot rests 

17.1.1 3 each 0

12

Providing and placing on terrace (at all floor levels) polyethylene water 

storage tank, IS : 12701 marked, with cover and suitable locking

arrangement and making necessary holes for inlet, outlet and overflow 

pipes but without fittings and the base support for tank.
18.48 1500 ltr 0

13

Providing and fixing Stainless Steel A ISi 304 (18/8) kitchen sink as

per IS: 13983 with C.I. brackets and stainless steel plug 40 mm,

including painting of fittings and brackets, cutting and making good

the walls wherever required :Kitchen sink without drain board  610x460 

mm bowl depth 200 mm 

17.10.2.2 3 each 0

14

Providing and fixing wash basin with C.I. brackets, 15 mm C.P. brass

pillar taps, 32 mm C.P. brass waste of standard pattern, including

painting of fittings and brackets, cutting and making good the walls

wherever require:White Vitreous China Wash basin size 630x450 mm 

with a single 15 mm C.P. brass pillar tap  

17.7.2 3 each 0

15
Providing and fixing brass stop cock of approved quality :

 15 mm nominal bore
18.16.1 12  each 0

16

Providing and fixing P.V.C. waste pipe for sink or wash basin including

P.V.C. waste fittings complete. Flexible pipe

32 mm dia 
17.28.2.1 6 each 0
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17

Applying priming coats with primer of approved brand and

manufacture, having low VOC (Volatile Organic Compound ) content.

 With ready mixed pink or grey primer on wood work

(hard and soft wood) having VOC content less than 50

grams/ litre 

13.85.1 170 sqm 0

18

Providing and fixing mirror of superior glass (of approved quality) and

of required shape and size with plastic moulded frame of approved

make and shade with 6 mm thick hard board backing : Rectangular 

shape 453x357 mm 

17.32.2 4 each 0

19 Providing and fixing Mosquito wire mesh 50 sqm 0

20

Demolishing thatch roofing including mats, bamboo, jaffari etc.

complete including stacking of serviceable material and disposal of

unserviceable material within 50 metres lead. 
15.32 550 sqm 0

21

Providing and laying APP (Atactic Polypropylene Polymer) modified

prefabricated five layer, 3 mm thick water proofing membrane, black

finished reinforced with glass fibre matt consisting of a coat of

bitumen primer for bitumen membrane @ 0.40 litre/sqm by the same

membrane manufactured of density at 25°C, 0.87 - 0.89 kg/litre and

viscocity 70 - 160 cps. Over the primer coat the layer of membrane

shall be laid using butane torch and sealing all joints etc., and

preparing the surface complete. The vital physical and chemical

parameters of the membrane shall be as under : Joint strength in

longitudinal and transverse direction at 23°C as 350/300 N/5 cm.

Tear strength in longitudinal and transverse direction as 60/80N.

Softening point of membrane not less than 150°C. Cold flexibility

shall be upto -2°C when tested in accordance with ASTM, D - 5147.

The laying of membrane shall be got done through the authorised

applicator of the manufacturer of membrane :

 3 mm thick

22.19.1 550 sqm 0

0Total Amount (In Rs.)


