
Hindustan Prefab Limited 

Jangpura, New Delhi-14 
 

 

Name of work: Supplying, installation, Testing & Commissioning of Heating, 

Ventilation & Air Conditioning system for 100 Bedded ESIC Hospital at Raipur, 

Chhattisgarh.  

Subject: Clarifications of observations made by Agencies during Pre-Bid Meeting. 

A Pre-bid meeting was held in HPL HO, Jangpura, New Delhi on 16.03.2018 for the 

above mentioned work. During pre-bid meeting, certain observations were made by the 

prospective bidders and the clarification of respective observation is also mentioned 

herewith as detailed below:- 
 

S/No Observation made by the agencies Clarification to be given  

01  Tender HVAC Drawing. 

 
 

 Height of building and number of 

floor to be Air-conditioned.  

 Drawing can be seen in our 

H.O at Jangpura, New Delhi. 
 

 Details given in the drawing, 

which can be seen in our H.O 

at Jangpura, New Delhi. 

02 

 

Please confirm the location of  chiller, 

(Ground floor /basement) and Expansion 

tank.  

 

Chiller plant room is located at 

Ground floor 

03 Please confirm the capacity of expansion 

tank. 

 

Capacity of expansion tanks 

10000 ltrs. 

04 Civil works for foundation, wall 

openings to be undertaken by Civil 

contractor. 

 

Inclusive in the scope of HVAC 

work contractor. 

05 Please provide the Technical detailed 

specification/ diagrams for audible and 

visual alarms in case of air conditioning 

units. 

 

LED fault indicating lights, 

audio alarm and necessary 

wiring. 

06 

For Laminar flow diffuser and Hepa Filter, 
kindly provide us drawing (NS- 20 and NS- 
21). 

 

laminar flow diffuser having 
anodized aluminum extrusion 
frame with aluminum perforated 
sheets having 60% perforation, not 
less than 16 gauge thickness, 
having perforated face to provide 
less than 80-100 FPM velocity. Size 
8ft x 4ft. 
 



mini-pleat type terminalHEPA 
filters, 18 G SS 304 construction, 
with suitable medical grade gasket 
and 8/6 fixing bolts to exert 
uniform pressure for ‘zero’ leakage, 
multiple air inlet connections and 
necessary SS 304 trimming for 
aesthetic finishing. Installed on 
perforated (slotted) air inlet. Price 
to include pressure differential 
indicator (magneholic gauge) 
across HEPA filters. Size: 610 x 610 
x 70 (D) Nominal Size each 

07 Contactors for heater are not part of 

Electrical Panel BOQ, Please reconfirm.  

 

Contactors for heaters for OT 

rooms are in scope of HVAC 

contractor. 

08 
Power supply, incoming and earthing by 

electrical contractors, Please reconfirm. 

As per NIT/tender documents, 

this will be in the scope of work 

of HVAC contractor 

09 Supply to Cooling tower, Pumps, Chiller 

and necessary interlocking of complete 

AC plant by Electrical contractors. 

Please reconfirm. 
 

As per NIT/tender documents, 

this will be in the scope of work 

of HVAC contractor 

10 Please confirm whether the installation 

of Fan coil unit is in HVAC scope, as 

same is not mentioned in BOQ 
 

As per NIT/tender documents, 

this will be in the scope of work 

of HVAC contractor. 

11 Request for following makes to be 

added in the makes list 

 UVC Emitter:- Aeropure 

 Air handling units:- Edgetech 

 Butterfly valve:- Advance valves 

 Cooling tower :- Advance 

Cooling towers 

 Hepa filter:- Ultraclean Air 

System 

 Chillers-KIRLOSKAR 
 

As per NIT 

12 Please confirm the payment terms of the 

subjected tender. 
As per NIT/Tender documents 

 

13 

As per BOQ point A – Non schedule 

work 1 (NS-1), the COP shall be 

minimum 6.3 KW/kW. 

 

As per NIT 

14 As per Technical Specification point 1)- 

sub section d) & also as per BOQ point A 

– Non schedule work 1 (NS-1), the 

chiller should be twin rotor / twin screw 

in nature. 

As per NIT 



15 As per BOQ point A – Non schedule 

work 1 (NS-1), the maximum IKW/TR 

shall be 0.63 kW/TR. 

As per NIT 

16 Heat exchanger shell welding testing 

requirement not specified. 

Both Evaporator & Condenser 

shells should be ASME stamped. 

17 BOQ (HVAC Chillers) – Refrigerant 

charging at factory: not specified 

 

As per NIT 

 

 

Sd/- 

DGM(C)-TC 


